	[image: image1.jpg]Safety is our first priority™




www.yoke.net
-- An ISO 9001 Certified Company --
	YOKE INDUSTRIAL CORP.

#39, 33rd Road, Taichung Industrial Park, 
Taichung 407, Taiwan
TEL:+886-4-2350-8088
FAX :+886-4-2350-1001
Email : info@mail.yoke.net
[image: image2.png]v ®
Gmbﬂx1 00
CHAIN SLING








GrabEX G100 Chain Sling in a box system – Make your life as easy as 1 – 2 – 3

YOKE are excited to introduce the GrabEX G100 Chain Sling in a box system, a continuation of the Extreme range of the G100 cold temperature chain systems.  This is a new series of YOKE GrabEX G100 chain slings complete with shortening clutch and end terminations.  Just take it out of the box and use it on the job site.  Another reason to choose YOKE Extreme components, make your life safe and easy.  

“It’s as simple as 1-2-3” commented Steven Hong, Chairman of Yoke Industrial Corporation.  “We have always acknowledged the high demand for the GrabEX chain sling in a box concept, but never realized the truly global interest and the value it can offer our partners.  Now all we have to do is 1-2-3, and our partners can select a fully G100 compliant light weight assembled chain sling with all the features required on the job site.  Since the launch of the Extreme range, our partners have clamoured for a cost effective, easy to assemble G100 chain sling; we believe the GrabEX system now meets their demands.  You can lift a greater load with the confidence of a heavy duty chain sling assembly”  

“Our R & D team, working with the input and feedback from both our Global sales team and partners have developed a truly global solution meeting the demands for a heavy duty flexible G100 chain system that can come “out of the box”.  I am delighted with the innovation we continue to bring to the lifting industry and solve the problems our partners request”

       1 – 2 - 3

1 Decide on the diameter and length of the chain sling (6mm-16mm)

2 How many legs (GrabEX 1, GrabEX 2 or GrabEX 4)

3 Make the choice of end fitting (Self locking, Sling, Super Lock, Foundry, Grip Safe, Clevis Shackle)

· Light weight but heavy duty system, Extreme wear resistance and longer life than traditional components.
· Cost effective compared to slings using multiple components
· Manufactured in accordance with EN 1677 and ASME B30.26.

· Proof Load tested at 2.5 times the WLL with certification for each sling
· Design Factor 4:1.

· Fatigue rated to 20,000 cycles at 1.5 times the WLL.

· Each component is marked with batch number that links to the test certificate with full traceability to raw material.

· Fully integrated shortening clutch and master link.

· No reduction in WLL when shortening chain.
· Replacement parts available worldwide.

· NFC and RFID equipped.
For additional information, please refer to the GrabEX G100 brochure attached, visit us at upcoming exhibitions or our website, or contact your Area Account Manager.
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